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. Corrugated galvanized steel pipe, multiplate pipe and pipe arches 
;shall not be less than the gauge recommended by the American Association of 
IState Highway Officials but not less than 16 gauge. Lengths of C.M.P. 
'shall be joined with corrugated collars:r~ll pipe ends shall D@ 
corrugat~" All joints are Eo be encasedln graded filter gravel, 15 
inches e~ er side of the joint to a minimum depth of 12 inches above and 6 
in6hes below the pipe. Local soil conditions may increase these 
requirements. All C.M.P. 48 inches in diameter and larger,shall be 
strutted. Struts shall be removed after total compaction of the deck fill,0 uP 
material in 6 inch lifts has been completed.S-P SjCfltJ12 
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'A n re oV 6) The use of helically formed corrugated steel pipe shall require 
. r J.' reformed annular ends to receive standard connectors. The use of , H-\0i lQ . "dimpled" connectors is prohibited. 
;'(f, 

All storm sewers shall be constructed accurately to line and grade, 
properly bedded, and shall be 80 constructed that all joints are 
watertight. The design of storm water inlet basins and manholes shall be 
acceptable to the Town and shall be in accordance with current standard 
modern practice. In no case will the use of concrete manhole block less 
than 8 inches in width be permitted. 

All concrete block manhole structures are to be plastered inside and 
out, with 5/8 inch mortar. The desin of poured, precast or prefabricated 
manhole structures shall be Fort Miller st~ndard, or equal, and must have 
the approval of the Town Engineer, prior t?' installation. Pipe 
constructions shall' be completely sealed with hydraulic mortar for the full 
thickness of the structure wall. . ) ~1~ I~i /: iE't.::,ci .. IS:( 

The minimum inside diameter of pipe for scl-rm ,q,:""'I?r ~~e fc.ll b~ 
t'''"~l YG- (12) i.rH,:II~if, and tor road culverts shaJJ sbe e.i.-gh-~ (Jg~) inches. 
The minimum seal thickness for corrugated steel pipe shall be 16 gauge. 
Shallower or deeper installations than standard or in particularly 
corrosive 80il or flow conditions shall require the use of a heavier gauge, 
subject to the approval of the Town Engineer. 

All catch basin and junction structures over four (4) feet in depth 
shall have substantial, non-corroding steps for safe access, and structures 
over eight (8) feet in depth shall have an offset cone section. All 
structures less than eight (8) feet in depth shall be equipped with a 
reinforced concrete flat top designed for a minimum H-20 highway load and 
set so the manhole opening is over the outlet pipe. Frames aud grates 
shall be Campbell Foundry Pattern number 2253. Solid covers where required 
on certain structuree, shall be Campbell Pattern number 1203. Inlet basin 
covers shall be set level and flush with finish gutter paving. 

Underdrainage shall be installed when so directed by the Town 
Engineer. 



Driveway Specifications 

~ 

1.	 The current owner shall possess a driveway permit issued by the Highway 
Superintendent stating an approved location. 

2.	 The drlveway entrance width is a minimum of 30'. Under certain conditions 
the Highway Superintendent may require additional width. 

3.	 The culvert size and length if applicable is to be determined by the Highway 
Superintendent. 

4.	 A negative 2% grade shall be maintained for the length of 20' from the 
shoulder of the roadway. The driveway grade shalf not exceed 10% there 
after. \ 

./ 

5.	 Driveways must provide a minimal 10' W X 50' L pull off area every 500' to 
facilitate two way traffic. 


